
A
G

 C
H

E
M

IC
A

L
 M

E
T

E
R

S
 &

 P
U

M
P

S
A

G
 C

H
E

M
IC

A
L

 T
R

A
N

S
F

E
R

 P
U

M
P

IN
G

 S
Y

S
T

E
M

S
 

11

DURA-PUMP™ 
TOP UNLOAD
/	 Top mount application with 2” NPT 	
	 bung, 1” telescoping downtube to 	
	 accommodate varying tank heights

/	 Includes a 2-year Warranty &   		
	 Maintenance Program

DURA-PUMP™ 
BOTTOM UNLOAD
/	 Configured to mount at bottom
	 of tank/tote

/	 Includes a 2-year Warranty &               	
	 Maintenance Program 

DURA-PUMP™ 

QUICK CADDY
/	 Our premium highly portable 	
	 system with built-in carry handle 	
	 and rugged frame

/	 For use in multiple mounting  	
	 applications both on top of tote  	
	 and ground adaptable

/	 Includes a 2-year Warranty & 	
	 Maintenance Program

ORDERING INFORMATION

WITH METER WITHOUT METER

DPQM-4312 12 Volt DPQ-4012 12 Volt

DPQM-4315 110 Volt DPQ-4015 110 Volt

PUMPING SYSTEM CONTAINS

Pump High-Flow Dura-Pump™

Suction Hose 1” x 5ft, 1.5m

Discharge Hose 1” x 12ft, 3.6m

Nozzle Ball valve

Camlock 2”

Meter Dura-Meter™ (optional)

Other All hose clamps, barbs 
and nipples

PUMPING SYSTEM CONTAINS

Pump High-Flow Dura-Pump™

Discharge Hose 1” x 12ft, 3.6m

Downtube 1” Telescoping

Nozzle Ball valve

Meter Dura-Meter™ (optional)

Other All hose clamps, barbs 
and nipples

PUMPING SYSTEM CONTAINS

Pump High-Flow Dura-Pump™

Discharge Hose 1” x 12ft, 3.6m

Camlock 2”; direct attach to tote

Motor Bracket Yes, rear

Nozzle Ball valve

Meter Dura-Meter™ (optional)

Other All hose clamps, barbs  
and nipples

Must specify EPDM (product # and E) or  
Viton® (product # and V) when ordering.

DURA-PUMP™ SPECIALTY SYSTEMS
Tanks, Totes and Drums sold separately. Always turn pump off and disconnect from power when not in use.
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DURA-PUMP™

/	 High-Flow with up to 15GPM/56LPM flow rate

/	 Self-priming diaphragm pump with internal by-pass 

/	 Motor thermally protected from overheating 

/	 30-minute duty cycle

/	 Suction port has 2” Male NPT and 1” Female NPT

/	 Pump is easily field serviceable

/	 Includes a 2-year Warranty & Maintenance Program
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SPECIFICATIONS

Check Valve Internal; EPA 165.45 compliant

Vertical Suction Lift Self-priming to 10ft, 3m

Power Cord 12 Volt: 20ft, 6m; 110 Volt: 6.5ft, 2m

Motor 1/4 HP, 186W

Amps 12 Volt: 18.5; 110 Volt: 2.0

Suction Port 2” Male and 1” Female NPT thread

Discharge Port 1” Female NPT thread

Wetted Materials
Polypropylene; Santoprene; EPDM, 
Viton® or Silicone seals; 304 Stainless 
Steel

12V or 110V 
Motor Assembly 

(#1 - #3)

DP-P4012-M  12 Volt

DP-P4015-M  110 Volt

3 

Cartridge Kit
(#4 - #7)

DP-P4017A
(EPDM, Viton®,

or Silicone)  

ORDERING INFORMATION

DP-4012 12 Volt  DP-4015 110 Volt

(Available in EPDM, Viton®, or Silicone)

Must specify EPDM (product # and E), Viton® (product # and V), or
Silicone (product # and S) when ordering.

Always turn pump off and disconnect system from power when not in use. 

ORDERING INFORMATION

WITH METER WITHOUT METER

DPTM-4312 12 Volt DPT-4012 12 Volt

DPTM-4315 110 Volt DPT-4015 110 Volt

Must specify EPDM (product # and E) or  
Viton® (product # and V) when ordering.

ORDERING INFORMATION

WITH METER WITHOUT METER

DPBM-4312 12 Volt DPB-4012 12 Volt

DPBM-4315 110 Volt DPB-4015 110 Volt

Must specify EPDM (product # and E) or  
Viton® (product # and V) when ordering.
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Upper Housing
DP-P4002A 

12V or 110V Motor 

Drive Plate  DP-P4013A

O-ring
DP-P4004AO (EPDM, Viton® or Silicone)

Cartridge
DP-P4017A (EPDM, Viton® or Silicone) 

Bypass Gasket
DP-G4008AG (EPDM, Viton® or Silicone)

Bottom Gasket
DP-P4001AG (EPDM, Viton® or Silicone)

Bottom Housing
DP-H4001A (EPDM, Viton® or Silicone)
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