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DURA-METER™

/ Made of impact resistant Lexan™ faceplate

/ 100% moisture-sealed circuitry

/ Menu driven backlit display

/ Plumbed both for in-line and 90-degree applications

/ Includes a 2-year Warranty & Maintenance Program

SPECIFICATIONS

Operating Temp -10˚F to 130˚F,  -23˚C to 54˚C

Flow Rate 2 to 22GPM, 7.5 to 83LPM

Meter Accuracy + / – .5%

Backlit Display Yes

Maximum Pressure 40 PSI

Wetted Materials
Polypropylene;
304 Stainless Steel; Ryton; 
EPDM, Viton® or Silicone  seals

Special Features

/ Extended battery life with use of 4 “AAA” batteries

/ Faceplate over-molded with Santoprene and filled   
 with gel for improved shock resistance

Customer should always 
check calibration before use.

MONSANTO TANK
For use with Monsanto tanks

N-SERVE BOTTOM UNLOAD

N-SERVE EASY CADDY

Female Coupling 
Dry Poppet
DP-C4010N

sold separately

PUMPING SYSTEM CONTAINS

Pump High-Flow Dura-Pump™

Discharge Hose 1” x 12ft, 3.6m

Camlock MTS; direct attach to tote

Motor Bracket Yes, rear

Nozzle Ball valve

Meter Dura-Meter™ (optional)

Other All hose clamps, barbs  
and nipples

PUMPING SYSTEM CONTAINS

Pump High-Flow Dura-Pump™

Discharge Hose 1” x 12ft, 3.6m

GEM Cap Lid Spin collar; all plumbing 
assembled on pump

Motor Bracket Yes; rear

Downtube 1” Telescoping

Nozzle Ball valve

Meter Dura-Meter™ (optional)

Other All hose clamps, barbs  
and nipples

PUMPING SYSTEM CONTAINS

Pump High-Flow Dura-Pump™

Discharge Hose 1” x 12ft, 3.6m; Premium XPLE

Suction Hose 1” x 5ft, 1.5m; Premium XPLE

Dry-Poppet Coupler Available; sold separately (see right)

Nozzle Ball valve

Meter Dura-Meter™ (optional)

Other All hose clamps, barbs and nipples

PUMPING SYSTEM CONTAINS

Pump High-Flow Dura-Pump™

Discharge Hose 1” x 12ft, 3.6m; Premium XPLE

Motor Bracket Yes; rear

Dry-Poppet Coupler Available; sold separately (see right)

Nozzle Ball valve

Meter Dura-Meter™ (optional)

Other All hose clamps, barbs and nipples

Female Coupling 
Dry Poppet
DP-C4010N

sold separately

/ Includes a 2-year Warranty    
 & Maintenance Program

/ Includes a 2-year Warranty & Maintenance Program

/ Includes a 2-year Warranty & Maintenance Program

/ Includes a 2-year Warranty    
 & Maintenance Program

ORDERING INFORMATION

DP-3000E EPDM  DP-3000V Viton® DP-3000S Silicone

Must specify EPDM (product # and E), Viton® (product # and V),
or Silicone (product # and S) when ordering.

ORDERING INFORMATION

WITH METER WITHOUT METER

DPMTSM-4312 12 Volt DPMTS-4012 12 Volt

DPMTSM-4315 110 Volt DPMTS-4015 110 Volt

Must specify EPDM (product # and E) or  
Viton® (product # and V) when ordering.

DURA-PUMP™ SPECIALTY SYSTEMS
Tanks, Totes and Drums sold separately. Always turn pump off and disconnect from power when not in use.

ORDERING INFORMATION

WITH METER WITHOUT METER

DPGEMM-4312 12 Volt DPGEM-4012 12 Volt

DPGEMM-4315 110 Volt DPGEM-4015 110 Volt

Must specify EPDM (product # and E) or  
Viton® (product # and V) when ordering.

ORDERING INFORMATION

WITH METER WITHOUT METER

DPEM-4612NV 12 Volt DPE-4612NV 12 Volt

DPEM-4615NV 110 Volt DPE-4615NV 110 Volt

Easy Caddy pumping system in Viton®

ORDERING INFORMATION

WITH METER WITHOUT METER

DPBM-4312NV 12 Volt DPB-4012NV 12 Volt

DPBM-4315NV 110 Volt DPB-4015NV 110 Volt

Bottom Unload pumping system in Viton®

SNYDER /
GEM CAP TANK
For use with Snyder tanks with large 8” lid


