Greenleaf Technologies Approved Nozzles for New Auxin Formulations

The list of approved nozzles for the new dicamba and 2,4-D herbicide formulations continues to grow. As of May 8th, 2023, the
following nozzles are on the labels of the chemicals listed. Please consult the online chemical labels within seven days of spraying, to
make sure of what is allowed. Labels are subject to change.

XtendiMax (Bayer) Max Pressure TDXL11005 65 psi
TDXL11006 75 psi
AVI-UC 110025 70 psi TDXL11002-D 65 psi
AVI-UC 11003 80 psi TDXL110025-D 70 psi
AVI-UC 11004 70 psi TDXL11003-D 90 psi
AVI-UC 11005 60 psi TDXL11004-D 90 psi
TDXL11003-D 40 psi TDXL11006-D 100 psi
TDXL11004-D 50 psi TDXL11008-D 80 psi
TDXL11005-D 60 psi TADF025 45 psi
TDXL11006-D 60 psi TADF03 40 psi
TADF03-D 40 psi TADF04 50 psi
TADF06-D 50 psi TADF05 60 psi
TADF06 60 psi
Engenia (BASF) TADFO08 60 psi
) SD11004 100 psi
AVI-UC 110025 80 psi SD11005 100 psi
AVI-UC 11003 80 psi SD11006 100 psi
AVI-UC 11004 80 psi SD11008 100 psi
AVI-UC 11005 80 psi SD11010 100 psi
TDXL11003-D 50 psi
TDXL11004-D 70 psi Enlist One (Corteva) Max Pressure
TDXL11005-D 70 psi
TDXL11006-D 60 psi AVI 110025 60 psi
SD11010 60 psi AVI 11003 80 psi
. AVI 11004 90 psi
Tavium (Syngenta) AVI 11005 90 psi
) AVI 11006 90 psi
AVI-UC 110025 80 psi AM11003 30 psi
AVI-UC 11003 80 psi AM11004 35 psi
AVI-UC 11004 80 psi AM11005 40 psi
AVI-UC 11005 80 psi AM11006 35 psi
TDXL11004 50 psi TDXL11003 80 psi
TDXL11005 60 psi TDXL11004 80 psi
TDXL11006 60 psi TDXL11005 85 psi
TDXL11003-D 60 psi TDXL11006 90 psi
TDXL11004-D 60 psi TDXL11008 90 psi
TADF03-D 60 psi TDXL11002-D 90 psi
TADF04-D 60 psi TDXL110025-D 80 psi
TADF05-D 60 psi TDXL11003-D 70 psi
TADF06-D 60 psi TDXL11004-D 90 psi
SD11008 70 psi TDXL11006-D 90 psi
SD11010 90 psi TDXL11008-D 100 psi
_ TADF08 60 psi
Enlist Duo (Corteva) TADF025-D 90 psi
. TADF03-D 90 psi
AVI 110025 80 psi TADF04-D 90 psi
AVI 11003 70 psi TADFO05-D 90 psi
AVI 11004 70 psi TADF06-D 90 psi
AVI 11005 65 psi SD11004 90 psi
AVI 11006 60 psi SD11005 85 psi
AM11003 35 psi SD11006 40 psi
AM11004 35 psi SD11008 80 psi
AM11005 35 psi SD11010 80 psi
AM11006 35 psi
TDXL11003 40 psi
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