
901-001
901-002
901-003
901-004
901-005
901-006
901-008
901-009
901-010
901-011
901-012
901-013

Part Number

16 AWG WIRING HARNESS WITH ON/OFF SWITCH CAR ADAPTER
16 AWG WIRING HARNESS CAR ADAPTER
16 AWG WIRING HARNESS, 30 AMP BATTERY CLIPS
16 AWG WIRING HARNESS WITH ON/OFF SWITCH, TWO 30 AMP BATTERY CLIPS
16 AWG WIRING HARNESS WITH ON/OFF SWITCH
16 AWG WIRING HARNESS WITH ON/OFF SWITCH, LEAD WIRE 2-PIN CONNECTOR COMBO
16 AWG WIRING HARNESS, LEAD WIRE, 2-PIN CONNECTOR
16 AWH WIRING HARNESS KIT (INCLUDES 901-001, 901-003, AND 901-005
16 AWG WIRING HARNESS WITH 2-PIN CONNECTOR ON BOTH ENDS
16 AWG WIRING HARNESS WITH 2-PIN CONNECTOR ON BOTH ENDS
16 AWG WIRING HARNESS WITH ON/OFF SWITCH
12 AWG WIRING HARNESS WITH ON/OFF SWITCH, HEAVY DUTY BATTERY CLIPS

Inlet Port

116”
11”
15”
98”
92”
30”
72”
-

90”
180”
210”
98”

Length

901-010 901-011

901-003 901-004

901-008

901-006901-005

901-012

901-001 901-002

901-009 901-013

A durable heavy duty wire harness built for demanding jobs. 
Compatible with the Remco Fatboy Series and other high 
powered diaphragm pumps.

HEAVY DUTY WIRE HARNESS
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STANDARD
Description 

12 AWG WIRING HARNESS WITH HEAVY DUTY SWITCH, 40 AMP BATTERY CLIPS. HEAT SHRINK BUTT CONNECTORS, 98” LONG
UPC Number

810042231894
Item Number

901-013-R
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40 AMP BATTERY CLIPS

50 AMP ON / OFF SWITCH

12 AWG HEAVY DUTY WIRE

98:” WIRE LENGTH

HEAT SHRINK BUTT CONNECTORS

WATER TIGHT CONNECTION
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PERFECTLY SIZED FOR POWERING LARGE PUMPS

PROVIDING POWER UNDER MAXIMUM LOAD

EXTENDED USE FOR HEAVY DUTY JOBS

REDUCES AMP DRAW
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